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EG-forsdkran om Gverensstimmelse, EC Declaration of conformity,

EG-Konformitatserkldrung , Déclaration CE de conformité

Product: Qvantum QS

Férsakrar under eget ansvar att produkten, Declare under our sole responsibility that the product,
Erklaren in alleiniger Verantworten, dal} das Produkt, Déclare sous sa seule responsabilité que les produi ts

Qvantum QS Supply Air Unit Ventilation Unit

som omfattas av denna férsékran &r i dverensstimmelse med féljande direktiv

to which this declaration relates is in conformity with requiremenis of the following directives

auf das sich diese Erklarung bezieht, konform ist mit den Anforderung der Richtlinien

auxquels la présente déclaration s'applique, sont conformes aux éxigences des directives suivantes

EC directive on:

Electromagnetic Compatibility (EMC): 2014/30/EU’

Low Voltage Directive (LVD): 2014/35/EU’

Restriction of the use of Hazardous Substances (RoHS 3): 2011/65/EU including amendment 2015/863/EU”
Eco-design requirements for energy-related products: 2009/125/EC*

Overensstimmelsen &r kontrollerad i enlighet med féljande EN-standarder
The conformity was checked in accordance with the following EN-standards
Die Konformitit wurde iiberpriift anhand der EN-Normen

Cette conformité été a vérifiée selon les normes européennes suivantes

EN 60 335-1:2012 A11:2014, A13:2017° Household and similar electrical appliances — Safety — Part 1: General requirements

EN 60 335-2-40:2003, A1:2006, A2:2009, Household and similar electrical appliances — Safety — Part 2-40: Particular requirements for electrical
A11:2004, A12:2005, A13:2012" heat pumps, airconditioners and dehumidifiers

EN 61000-6-1:2019" Immunity standard for residential, commercial and light-industrial environments

EN 61000-6-3:2007, A1:2011° Emission standard for equipment in residential environments

EN IEC 61000-3-2:2014° Efec!.romagn.etic compatibility (EMC) - Part 3-2: Limits - Limits for harmonic current emissions
(equipment input current <16 A per phase)
Electromagnetic compatibility (EMC) - Part 3-3: Limits - Limitation of voltage changes, voltage

EN 61000-3-3:2013° fluctuations and flicker in public low-voltage supply systems, for equipment with rated current = 16 A

per phase and not subject to conditional connection
‘Official Journal of the European Union, C 207/02, 3 July 2014
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